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Salad’bar central 4 GN 1/1 / Dual-serving buffets 4 GN 1/1

Buffets traversants en bois avec soubassement pour le stockage d’assiettes. Menuiserie française.
Modèle réfrigéré self-service SB 40 F (froid de contact : +2°C/+10°C). 
Double froid de conduction grâce à l’épingle en contact avec la plaque inox. Tube d’évaporateur à l’abri 
de l’air => pas de dégivrage ! Régulation précise par thermostat électronique. Compresseur Tecumseh 
France. Gaz R290.
Modèle chauffant self-service SB 40 C (+20°C/+90°C).
Bain-marie avec système de vidange. Régulation précise par thermostat électronique.
Modèle combiné mixte SB 40 M composé de 2 cuves séparées : 1 cuve réfrigérée (+2°C/+10°C) de 
capacité 2 x GN 1/1 et 1 cuve chauffante avec système de bain-marie (+20°C/+90°C) de capacité 2 x GN 1/1 
selon les caractéristiques ci-dessus.
Eléments communs : pare-haleine en verre, LED blanc-froid, profilé alu sur tablettes rabattables et 
démontables (1370 x 165 mm) pour le passage de portes standards 0,8 m, poternes en inox brossé, 
4 roues pivotantes dont 2 avec frein, accès direct pour l’entretien, adaptés à tous bacs GN ( H : 150 mm 
maxi). Livrés sans bac GN.

Wooden dual-serving buffets with a storage base for plates. French wooden art.
Cold self-service buffet SB 40 F (contact cold: +2°C/+10°C). 
Double contact cold thanks to the pin in contact with the stainless-steel plate. Pipe of evaporator protected from 
the air => no defrost! Precise regulation through electronic thermostat. Compressor Tecumseh France. Gas 
R290.
Hot self-service buffet SB 40 C (+20°C/+90°C). 
Heating element in the tank. Precise regulation through electronic thermostat. 
Combined model SB 40 M composed of 2 separated tanks: 1 cold tank (+2°C/+10°C) with capacity 2 x GN 1/1 
and 1 hot tank with bain-marie (+20°C/+90°C) and 2 x GN 1/1 capacity (same specifications as above).
Common features: sneeze guards in glass, white-cold LED, aluminium tracks on extra-large knockdown plate 
holders (1370 x 165 mm) for 0,8-meter-wide doors, brushed stainless steel posterns, fully mobile with 2 locking 
casters, direct access for maintenance, suitable for every GN (H : 150 mm maxi). Delivered without GN container.

Ref. Puissance
Power

Dimensions hors tout
Outside dimensions

Poids
Weight

Volts
Volts

Capacité
Capacity

SB 40 F 0,5 kW 1442 x 950 x 1370 mm 99 kg 230 V 4 GN 1/1

SB 40 C 3 kW 1442 x 950 x 1370 mm 83 kg 230 V 4 GN 1/1

SB 40 M 2,25 kW 1442 x 950 x 1370 mm 120 kg 230 V 4 GN 1/1

4 GN 1/1 LED

Toit en verre / Glass top LED

SB 40 F

Chêne clair / Light oak

Wenge /
Wenge

Chêne clair / 
Light oak

Bois blanc cérusé / 
Limed white wood

Noir / Black


